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lbble 6E0-8. Clearances

Insulated Supply or Servlce
Drop Ceble+ $-750 Yolts to
Groun4 SupEirtid on and
Cabled Tbgether with an

Efiecdvelj Giounded Bare
Messenger or Efiectively

Grounded Neutral
Condudtor

AII Other Supply or
Servlce-Drop Condu(grc

Voltageto Gmund

Greater than
It-15 kV 15-50 kV

A Clearance in any dire.ction to
the water level, edge of water
surface, base of divjng
plafon4, or pennanently
anchorpd rift

22ft
(6.7 m)

25ft
Q.62 m)

nft .
(8.23 m)

B Clearance in any direction to
the diving plafform or towcr

t4ft
(4.77 m)

t7 f t
(5.2m)

1 8 f t
(5.49 m)

C Horizontal limit of clearari. ce
measured from inside wall.of
the pool

This limit shall extend to the outer edge of the sfruittues listed
in (l) and (2) but not less than l0 ft (3,05 m).
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ngur€ 680-8.

Community antensa sfstem coaxial cables complying
with Article 820 and the supporting messengem shall be
pennitted at a heiglt of not less than 10 ft (3.05 m) above
sq/imming and wading pools, diving structures, and observa-
tion. stands, towers, or platforms.

FPN: See Sections 22i-18 and 225-19 for clearances for
conductors not covered 6y t$s section

6t0-9, Electric Pool \ilater Heaters' All electric pool
wa0er hea0ers shall have the leating elements subdivided
into loads noJ exceeding 48 amperes and protected at not
more than 60 amperes.

The ampacity of the branch-circuit conductors and the
rating or setting of overcurrent protective devices shall not
be less than 125 percent of the total load of the nameplate
oFog'

area extenrling 5 ft (LSZ m) hor,izontally from the inside
wall of the pool unless this wiring is necessary lo supply poot
equipment permitted by this article. Where space linritations
prevent wiring from being routed 5 ft (1.52 m) or more from
the pool, such wiring shall be permitted where installed in
rigid metal conduit, inJermediate metal conduiq or a nonme-
tallic raceway system. AII metal conduit shall be corrosion
resistant and suitable for the location. The minimum burial
depth shall be as follows

Wiring Methid
Minlmum Birial

. -  G n ) .

Rigid metal conduit
Intermediate metal conduit
Nonmetallic racoways listed for direct

burial withotrt:concreto €ncasement
Other approved.ftrceways*

Note: For SI units, I in = 25.4 mm.
*Raceways approved for burial only where concrete encased.phall r-equire
a concretq envelope not less ftan 2 in. (50.8 nm) thick.

/ 690-11,. Equipment Rooms end Pits. Electric equipment
/ shall not be installed in rooms or pits that do not have

adgqtrate drainage to prevent water accumulation during nor-
mal operation or filter maintenance.

680-12., Disconnectirig , Means. A disconnecting means
shdll be provided and be accessible, located within sight
from all pools, spas; and hot tub gquipmont" and shall be
located at least 5 ft (1.52 m) ftom the inside walls of the
pool, sp4 or hot hit.
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f80-10. Underground Wiring Lbcation. Underground
wiring shall iot be qernqttea under tho pool or withiq the
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