
Benchmark Data Sheet 
O’Fallon, IL 
 
Designation ----------- Wastewater Treatment Plant 
ID----------------------- BM8 
State/County ---------  Illinois / St. Clair 
USGS Quad ---------- O’Fallon  
Installation Date----- October 10, 2007 
 
Current Survey Control 
   Northing          Easting  Elevation 
State Plane Coordinate    214219.775(m) 727934.989(m) 142.107(m) 
  (1202 IL W, NAD83, NAVD88) 
 
State Plane Coordinate 702820.784(ft) 2388238.153(ft) 466.230(ft) 
  (1202 IL W, NAD83, NAVD88) 
 
UTM  4275835.486(m) 252144.544(m) 142.107(m) 
  (Zone 16, NAD83, NAVD88) 
 
 
Location Description 
 
Benchmark is located at the O’Fallon Wastewater Treatment plant along Rieder Road.  
The benchmark is located just south of the perimeter fence for the treatment plant. The 
benchmark is a 3 inch brass cap set in a 12 inch concrete cylinder.  The benchmark is set 
flush with the ground and is located approximately 27 feet south of the treatment plant 
perimeter fence and 90 feet east of the edge of Rieder Road. The sketch below shows the 
general location of the benchmark. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
US National Grid Designator  16SBH5214575835 (NAD 83) 


